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      K3VL Series
      Features
      Kawasaki K3VL series swash-plate type axial piston pumps are
      engineered for medium to heavy duty open circuit operations in mobile,
      industrial and marine applications.

      ‹‹ Continuous pressure rating of 4600 psi (320 bar), 3625 psi (250 bar)
         for K3VL60
      ‹‹ High efficiency
      ‹‹ Exceptional self priming capabilities
      ‹‹ SAE & ISO mounting and shaft options
      ‹‹ Excellent reliability and very long service life
      ‹‹ Numerous controller options
      ‹‹ Through-drive options
      ‹‹ Integral unloading valve or proportional pressure relief valve available




      Specifications
                        PUMP MODEL                                K3VL28              K3VL45              K3VL60               K3VL80             K3VL112             K3VL140    K3VL200

                               cm³/r                                28                   45                  60                  80                  112                  140     200
             Displ.
                                in³/r                              1.71                2.75                 3.66                4.88                6.83                  8.54   12.20
                                               Rated                320                 320                 250                  320                 320                  320     350
                                ∆Bar
          Pressure                            ¹ Peak                350                 350                 280                  350                 350                  350     400
           Rating                              Rated               4600                4600                3625                 4600                4600                  4600    5075
                                ∆PSI
                                              ¹ Peak               5075                5075                4060                 5075                5075                  5075    5800

            Speed                          ² Self Prime            3000                2700                2400                 2400                2200                  2200    1900
          (RPM @ Max.
             Displ.)                       ³ Maximum               3600                3250                3000                 3000                2700                  2500    2200

          Minimum
          Operating             RPM                                 600                 600                 600                  600                 600                  600     600
           Speed

                                 kg                                 20                   25                  25                  35                   65                  65      100
            Weight
                                  lb                                44                   55                  55                  77                  143                  143     220

      ¹ The instant allowable surge pressure as defined by DIN24312. Life and durability of the pump will be affected.
      ² Steady state inlet pressure should be greater than or equal to 0 psi (0 bar) gauge.
      ³ Steady state inlet pressure should be greater than or equal to 4.5 psi (0.3 bar) gauge. However the maximum charge pressure should not exceed 145 psi (10 bar).
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