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Disclaimer
Any responsibility or liability for loss or damage in connection with the use of this
product and the accompanying documentation is disclaimed by Thrane & Thrane
A/S. The information in this manual is provided for information purposes only, is
subject to change without notice and may contain errors or inaccuracies. Manuals
issued by Thrane & Thrane A/S are periodically revised and updated. Anyone relying
on this information should acquire the most current version e.g. from
www.cobham.com/satcom or from the distributor. Thrane & Thrane A/S is not
responsible for the content or accuracy of any translations or reproductions, in whole
or in part, of this manual from any other source.
Thrane & Thrane A/S is trading as Cobham SATCOM.

Copyright
© 2013 Thrane & Thrane A/S. All rights reserved.

Trademark Acknowledgements
• Thrane & Thrane is a registered trademark of Thrane & Thrane A/S in the
  European Union and the United States.
•    Other product and company names mentioned in this manual may be trademarks
     or trade names of their respective owners.

GPL notification
The software included in this product contains copyrighted software that is licensed
under the GPL/LGPL. The verbatim licenses can be found online at:
http://www.gnu.org/licenses/old-licenses/gpl-2.0.html
http://www.gnu.org/licenses/old-licenses/lgpl-2.1.html
You may obtain the complete corresponding source code from us for a period of
three years after our last shipment of this product, which will be no earlier than
December 31, 2015, by sending a money order or check for DKK 50 to:
SW Technology/GPL Compliance,
Thrane & Thrane A/S,
Lundtoftegaardsvej 93D
2800 Lyngby
DENMARK
Please write "source for product SAILOR 6222 VHF DSC" in the memo line of your
payment. This offer is valid to anyone in receipt of this information.



ii
Warranties
Any attempt to install or execute software not supplied by Thrane & Thrane on this
device will result in the warranty being void. Any attempt to modify the software on
this device in a way not specified by Thrane & Thrane will result in the warranty being
void.
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                             Safety warning
     The following general safety precautions must be observed during all
     phases of operation, service and repair of this equipment. Failure to
     comply with these precautions or with specific warnings elsewhere in this
     manual violates safety standards of design, manufacture and intended
     use of the equipment. Thrane & Thrane assumes no liability for the
     customer's failure to comply with these requirements.

     Ground the equipment
     To minimise shock hazard, the SAILOR 6222 VHF DSC unit must be
     connected to an electrical ground and the cable instructions must be
     followed.

     RF exposure hazards and instructions
     Your Thrane & Thrane radio set generates electromagnetic RF (radio
     frequency) energy when transmitting. To ensure that you and those
     around you are not exposed to excessive amounts of energy and thus to
     avoid health hazards from excessive exposure to RF energy, all persons
     must be at least 200 cm away from the antenna when the radio is
     transmitting.

     Warranty limitation
     IMPORTANT - The radio is a sealed waterproof unit (classified IPX8). To
     create and maintain its waterproof integrity it was assembled in a
     controlled environment using special equipment. The radio is not a user
     maintainable unit, and under no circumstances should the unit be opened
     except by authorized personnel. Unauthorized opening of the unit will
     invalidate the warranty.

     Installation and service
     Installation and general service must be done by skilled service personnel.

     Compass safe distance
     Minimum safety distance: 0.85 m from the SAILOR 6222 VHF DSC.




iv
                     Alerte de sécurité
Dangers liés à l'exposition aux fréquences radio et
instructions
Conformément à la réglementation d'Industrie Canada, le présent radio
émetteur ne peut fonctionner qu'avec une antenne de type
omnidirectionnelle, demi-onde ou d'un gain maximal de 4 dB, approuvée
par Industrie Canada. Pour éviter les risques pour la santé dûs à une
exposition excessive aux champs de fréquences radio, une distance
minimale de 200 cm est nécessaire entre l'utilisateur et le radio-émetteur.
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