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        Alduti-Rupter® Switches                                                 Selecting Standard
Outdoor Distribution (14.4 kV through 69 kV)                            Mounting Arrangements


Three-pole Alduti-Rupter Switches for outdoor distribution          Reduced Shipping Time
are offered in an unequalled variety of standard mounting           Shipping time is greatly reduced because there is no delay for
arrangements—a selection of arrangements that cuts engi-            custom engineering, customer approval, or time-consuming
neering costs as well as lead time.                                 fabrication of custom parts.
Note: Vertical-break integer, side-break integer, and
double-break integer Alduti-Rupter Switches, unlike other           Stocking Switches for Immediate Use
styles of three-pole Alduti-Rupter Switches, consist of             Standard mounting arrangements make it possible to buy
three switch poles factory-assembled on a single base.              and warehouse a quantity of Alduti-Rupter Switches with
Integer styles are offered in a variety of basic mounting           operating mechanisms preferred arrangements for use in
arrangements. Certain statements in this document do not            future installations. A switch can be taken from stock at
apply to the integer styles; such statements are indicated          any time and installed.
by footnote “●” in the main text.
  The selector charts that follow illustrate 96 standard            Erection Drawings Immediately Available
mounting arrangements, classified by:                               Each standard mounting arrangement in the selector charts
• Style of switch—side-break integer, side-break, verti-            is identified with an ED number; this number indicates the
  cal-break integer, vertical-break, double-break, and              erection drawing corresponding to the mounting arrange-
  double-break integer                                              ment. EDs are printed in a legible, double-page, “D”-size
                                                                    format folded to an “A” size for convenient filing. See Figure
• Type of mounting—single-pole, two-pole, structure,                1. They are available at no charge in as many copies as
  or pedestal                                                       required; just ask the local S&C Sales Office for the ED
• Type of operating mechanism—rotating or reciprocating             numbers needed.
  Many advantages accrue from using one of the standard                 Each erection drawing is complete with detailed instal-
mounting arrangements:                                              lation data, including an outline drawing of the mounting
                                                                    arrangement, base details, operating-mechanism compo-
No Design Delays; No Ordering Delays                                nent details, a bill of materials, installation notes and
Switches can be ordered immediately, and you can complete           illustrations, and recommended clearances.
your line or station layout, plus actual design work, from
erection drawings (EDs) that are immediately available.
No other drawings are required from S&C to adapt the
switches to the majority of applications.




                                 Figure 1. Typical erection drawing, reduced from full “D” size.




            May 1, 2023
            © S&C Electric Company 1968-2023, all rights reserved
                                                                                          Information Bulletin 761-80
Alduti-Rupter® Switches


Standard Mounting Arrangements                                              Standard Minor Modifications
When a standard mounting arrangement is specified, the                      Standard minor modifications are those so frequently
shipment will include:                                                      encountered they are included on S&C’s basic erection
• Three switch poles or, in the case of an integer style                    drawings. Standard minor modification(s) may be specified
  Alduti-Rupter Switch, a three-pole switch, complete with                  by adding the following suffixes to the standard mounting
  interphase drive, factory-assembled on a single base                      arrangement ED number:
• Mounting pedestal, if ordered (vertical-break and double-                   -S1   A 25∕8-inch diameter tubular fiberglass insulating
  break integer style Alduti-Rupter Switches for pedestal                           section in vertical operating shaft
  mounting only)                                                              -S2 One Cypoxy™ Insulator unit in vertical operating
• The appropriate number of sections of vertical                                  shaft
  operating pipe and interphase pipe (Refer to Table 1                        -S3 An insulated interphase operating shaft and one
  for vertical operating pipe included with each standard                         fibergla
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